
Sennheiser electronic GmbH & Co. KG

Am Labor 1, 30900 Wedemark, Germany, www.sennheiser.com
Printed in Germany, Publ. 09/18, 575845/A01

2000 Series        EM 2050 | EM 2000 | SK 2000 | SKM 2000
Quick Guide | Kurzanleitung | Guide rapide | Guida rapida | Guía de inicio rápido | Guia rápido | Beknopte handleiding | Krótka instrukcja obsługi | Snabbguide | 
Kort vejledning | Pikaohje | Γρήγορος οδηγός | Kısa Kılavuz | Краткая инструкция | 快速指南 | 快速使用指南 | クイックガイド | 요약 설명서| 

Setup

2000 Series Instruction Manuals

On/Off

Battery

Setup

Daisy chaining

Operating elements Home screens

Menu

True Diversity Receiver EM 2050

806.125
**2000**B.Ch: 01.01PEAK

MUTE
EQ:

+ 12dBP

-10
040

30
20
10

-20
-30
-40
AFRF

 MHz
SKM2000

**2000**

806.125
B.Ch: 01.01PEAK

MUTE
EQ:

+ 12dBP

-10
040

30
20
10

-20
-30
-40
AFRF

 MHz
SKM2000

806.125
B.Ch: 01.01PEAK

MUTE
EQ:

+ 12dBP

-10
040

30
20
10

-20
-30
-40
AFRF

 MHz
True Diversity Receiver EM 2000 **2000**

SKM2000

6.3 mm VOLUME

XLR-3

50/60Hz 0.25A +18dBu MAX ETHERNET RJ-45

RF IN RF INRF OUT

ANT II ANT IB

TRANS-BAL
AF OUT B

100 - 240V
DC OUT 11V/250mA DC OUT 11V/250mA

DESIGNED IN AND MADE IN GERMANY
IC: 2099 A- XXXXXXXART. NO.: XXXXXX

TRUE DIVERSITY RECEIVER EM 2000

SER. NO.: XXXXXXXXXX

C US

R

FREQ. RANGE-Xw: 0682X/X XXX-XXX MHz
GOST

6.3 mm

OR

AUDIO OUT

WSM

543.200
B.Ch: 20.64PEAK

MUTE
EQ:

+ 12dBP

-10
040

30
20
10

-20
-30
-40
AFRF

 MHz
True Diversity Receiver EM 2000 **2000**

SKM2000

543.200
B.Ch: 20.64PEAK

MUTE
EQ:

+ 12dBP

-10
040

30
20
10

-20
-30
-40
AFRF

 MHz
True Diversity Receiver EM 2000 **2000**

SKM2000

543.200
**2000** **2000**B.Ch: 20.64PEAK

MUTE
EQ:

+ 12dBP

-10
040

30
20
10

-20
-30
-40
AFRF

 MHz 543.200
B.Ch: 20.64PEAK

MUTE
EQ:

+ 12dBP

-10
040

30
20
10

-20
-30
-40
AFRF

 MHz
True Diversity Receiver EM 2050

SKM2000 SKM2000

543.200
**2000** **2000**B.Ch: 20.64PEAK

MUTE
EQ:

+ 12dBP

-10
040

30
20
10

-20
-30
-40
AFRF

 MHz 543.200
B.Ch: 20.64PEAK

MUTE
EQ:

+ 12dBP

-10
040

30
20
10

-20
-30
-40
AFRF

 MHz
True Diversity Receiver EM 2050

SKM2000 SKM2000

50/60Hz 0.25A +18dBu MAX ETHERNET RJ-45

RF IN RF INRF OUT

ANT II ANT IB

TRANS-BAL
AF OUT B

100 - 240V
DC OUT 11V/250mA DC OUT 11V/250mA

DESIGNED IN AND MADE IN GERMANY
IC: 2099 A- XXXXXXXART. NO.: XXXXXX

TRUE DIVERSITY RECEIVER EM 2000

SER. NO.: XXXXXXXXXX

C US

R

FREQ. RANGE-Xw: 0682X/X XXX-XXX MHz
GOST

Remote Network 
-> Sennheiser WSM
www.sennheiser.com/wsm

50/60Hz 0.25A +18dBu MAX ETHERNET RJ-45

RF IN RF INRF OUT

ANT II ANT IB

TRANS-BAL
AF OUT B

100 - 240V
DC OUT 11V/250mA DC OUT 11V/250mA

DESIGNED IN AND MADE IN GERMANY
IC: 2099 A- XXXXXXXART. NO.: XXXXXX

TRUE DIVERSITY RECEIVER EM 2000

SER. NO.: XXXXXXXXXX

C US

R

FREQ. RANGE-Xw: 0682X/X XXX-XXX MHz
GOST

RJ45

50/60Hz 0.25A +18dBu MAX ETHERNET RJ-45

RF IN RF INRF OUT

ANT II ANT IB

TRANS-BAL
AF OUT B

100 - 240V
DC OUT 11V/250mA DC OUT 11V/250mA

DESIGNED IN AND MADE IN GERMANY
IC: 2099A- XXXXXXXART. NO.: XXXXXX

TRUE DIVERSITY RECEIVER
FMO

EM 2000

SER. NO.: XXXXXXXXXX

C US

R

FREQ. RANGE-Xw: 0682X/X XXX-XXX MHz
GOST

100 - 240 V ~

RF IN RF INRF OUT

ANT II ANT I

RF IN RF INRF OUT

ANT II ANT I

RF IN RF INRF OUT

ANT II ANT I

ANTENNA A ANTENNA B

1

2

3

BNC 
cable

BNC 
cable

806.125
B.Ch: 01.01PEAK

MUTE
EQ:

+ 12dBP

-10
040

30
20
10

-20
-30
-40
AFRF

 MHz
True Diversity Receiver EM 2000 **2000**

SKM2000

806.125
B.Ch: 01.01PEAK

MUTE
EQ:

+ 12dBP

-10
040

30
20
10

-20
-30
-40
AFRF

 MHz
True Diversity Receiver EM 2000 **2000**

SKM2000

short = on
long = off

100 %

70 %

30 %

LOW BATT

Battery status  
SK/SKM 2000

543.200
B.Ch: 20.64PEAK

MUTE
EQ:

+ 12dBP

-10
040

30
20
10

-20
-30
-40
AFRF

 MHz
True Diversity Receiver EM 2000 **2000**

SKM2000

543.200
B.Ch: 20.64PEAK

MUTE
EQ:

+ 12dBP

-10
040

30
20
10

-20
-30
-40
AFRF

 MHz
True Diversity Receiver EM 2000 **2000**

SKM2000

935SKM2000
**2000**806.125 MHz

MUTE
Low
– 12dB

PEAK

-10
040

30
20
10

-20
-30
-40
AFRF P

01.01       **2000**
Soundcheck

MUTE
806.125 MHz

PEAK

-10
0

-20
-30
-40
AF

40
30
20
10

RF P

440 Hz

806.125 MHz
MUTE

PEAK

-10
040

30
20
10

-20
-30
-40
AFRF

 **2000**

Transmitter Soundcheck Guitar Tuner

806.125
SKM2000

 **2000**B.CH: 01.01

MUTE
EQ:
P

 MHz
PEAK

-10
040

30
20
10

-20
-30
-40
AFRF +12dB

Auto lock

MUTEOutput 
gain

Equalizer 
setting Pilot

RF level

Frequency 
bank and 
channel

Frequency
Name

Transmitter type

Audio level
Transmitter

Battery
SK/SKM 2000

Receiver

Headphone 
output

Headphone 
volume control

Infra-red 
interface Jog dial

Display Standby, 
ESC

Sync

EM 2050

SELECT

NEXT PREVIOUS

EM 2000

True Diversity Receiver EM 2000

806.125
B.Ch: 01.01PEAK

MUTE
EQ:

+ 12dBP

-10
040

30
20
10

-20
-30
-40
AFRF

 MHz
**2000**

SKM2000

AM 2

≥ 0.50 m
≥ 19.685"

≥ 1.00 m
≥ 39.37"

Recommended remote antennas 
setup for best performance
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